
INSTRUCTION FOR INSTALLING AND OPERATING ELECTRONIC
BASIN BATTERY ART. EU-3/AC
The complete battery consists of:
· standing basin battery;
· power supply – plastic box containing a solenoid valve and battery box;
· alkaline batteries type R6 1.5V -4 pieces;
· manual mixer;
· flexible connections – 3 pieces;
· angle shutoff valves ZT x 3/8':, with filter – 2 pieces;
BATTERY ASSEMBLY:
Warning! Electronic batteries controlled by a photocell should not be installed in places where the eye of the photocell will be exposed to direct and strong sunlight or lighting, because reflections of sunlight or strong artificial lighting can cause an automatic unwanted activation of the water outflow.
· Perform cold and hot water approaches under the wash basin and finish them with angle valves VT x 3/8”. Leave the valves in the closed position.
· Mount the battery on the wash basin using a rubber seal, a brass ring and a clamping nut.
· Install the alkaline batteries in the power supply socket.
· Tighten the thermostatic mixer on the inlet port of the power supply. Fit the flexible hoses T2" x 3/8* to the port inlets of the mixer.
· Attach the power supply to the wall under the washbasin – SO THAT THE PORT OF WATER OUTFLOW AND ELECTRICAL POWER SUPPLY WERE POINTED DOWN!
· Connect the power supply outlet with the battery connector using a flexible connection x YT.
·  Connect the flexible hoses of the mixer with angle valves on the approach of cold and hot water.
· Remove any objects that may disturb the proper tuning of the electronics to the working conditions outside the basin.
· Insert the plug of the electric cord supplying the battery into the connector socket in the power supply casing, remove the black plastic foil protecting the sensor glass on the body of the battery and wait about 10 seconds – the battery will automatically set operating parameters.
WARNING: During this operation, do not enter the range of the sensor, as this may cause the battery malfunctioning.
· Open the angle valves on the hot and cold water supply and adjust the temperature of the water flowing out of the battery according to the needs by the mixer knob.

BATTERY STARTING.
The battery opens the water outflow automatically after placing the hand under the spout. The flow of water continues until your hands remain within the sensor range. If the continuous water flow exceeds 1 minute, the battery switches off automatically. To restart the battery, remove the hands from the sensor range for 2 seconds and replace again. The temperature of the outgoing water is regulated by a mixer knob mounted under the basin on the battery power supply.
TECHNICAL DATA:
Power supply – 1.5 V alkaline batteries LR6 – 4 pcs.
The life of alkaline batteries – 1.5 to 2 years.
Working pressure 0,5 – 6,0 bar
Permissible temperature of water flowing into the battery; + 80°C Ambient temperature: +1°C do +45°C
ASSEMBLY NOTES:
· Installation tightness tests should be carried out before installing the battery.
· Before installing the battery, thoroughly flush the water supply.
· A mechanical filter should be installed on the battery power supply installation.
· The assembly of the device may only be carried out by authorized persons, in accordance with the applicable technical conditions, regulations and standards.
OPERATING NOTES:
· Do not wash the automatic device directly with water. Clean the chrome surfaces and the sensor glass with a soft cloth moistened with warm soapy water. Do not use chemical cleaning agents.
· In the event of battery malfunctions, clean the sensor glass with a soft cloth. If this does not work, replace the LR6 alkaline batteries.
In case of further malfunction of the battery, a fault should be reported to the supplier.
· Basic principles for the assembly of the Guarantor's products
· The assembly of the products should be carried out only by qualified and authorized persons, in accordance with the applicable technical conditions, regulations and standards, with the use of appropriate tools.
· When installing suction fittings, effective mesh filters must be used (indicated with a mesh diameter of approx. 0.1 mm) – directly before the devices or at the entrance to the general water system.
· If the device has a water flow direction specified and indicated on the body for proper operation, it should be strictly observed during assembly.
· If the device has separate assembly instructions, you must follow the instructions contained in it.
· The installation must be thoroughly flushed prior to installing the suction fittings.
· Pressure tests of the tightness of the installation should be carried out before assembly of the devices.
· Always use separable connections for the assembly of concealed devices.
During warranty repairs carried out by the Guarantor's Service at the place of installation of the fittings, the Buyer must ensure free access to remove the defect and disassembly and assembly of the device. Works related to providing access to batteries (e.g. removal of bodywork, etc.) must be performed before the guarantee works, by the User and at his expense. It is unacceptable to permanently cover devices and their separable connections with concrete, mortar, glaze and similar building materials.
Lack of free access to the fittings results in refusal to take corrective actions.
· Always install shut-off fittings for individual devices or a group of them, so that they can be maintained without shutting off the water supply to the whole sanitary unit.
Always install check valves on systems supplying DHW mixers.
· Always install check valves on cold and hot water installation approaches for time fittings.
VI. Principles of care and maintenance of products
Chrome surfaces are sensitive to cleaning products containing calcium, acids and abrasives. These surfaces should be cleaned with soap and water and then wiped and polished with a soft cloth. The raids formed from calcium deposits should be removed with vinegar.
VII. Explanation of the names of entities used in the Guarantee Terms:
· Green Home Design sp.zoo ul.Czeczotta 9 , 30-978 Kraków ,
tel. +48 531 001 123, e-mail: serwis@greenhomedesign.eu– manufacturer and distributor of fittings
· Buyer : a company or natural person making a direct purchase from the Guarantor
· Purchaser : a company or person who is the ultimate user of the product
· Seller : company selling the goods to Purchaser
·  

Warranty conditions
These warranty conditions include products purchased Green Home Design sp.zoo and this purchase was confirmed by a purchase invoice.
· General conditions
· The Green Home Design sp.zoo Company, hereinafter referred to as the Guarantor, ensures the high quality of products offered for sale covered by these warranty conditions.
· The guarantee covers only devices installed and operated in the UE.
· This guarantee covers only products manufactured and imported by the Guarantor.
· The Guarantor is responsible for defects of the product revealed before assembly and after installation during use and resulting from manufacturing defects or improper quality of materials used for production.
· The guarantor guarantees the quality and suitability of the product for use in accordance with its intended purpose, if the product assembly complies with the rules of the art of construction, applicable standards and regulations and the conditions of assembly of use and maintenance included in the assembly instructions.
· The warranty covers the replacement or repair of a product or part thereof deemed defective after confirming the defect at the headquarters of the Guarantor, excluding costs incurred as a result of a defect, dismantling costs, transport or compensation for any other title.
The Guarantor does not reimburse any costs that are not agreed with him.
· The liability of the Guarantor for manufacturing defects of the product may not exceed the value of the purchase of this product by the Buyer.
· If the complaint is accepted and the product or part thereof is replaced with new, disassembled damaged parts become the property of the Guarantor.
· The product warranty does not exclude, suspend or limit the buyer's rights arising from the non-compliance of the product with the purchase contract.
· The buyer is obliged to check the completeness and no visible defects at the time of receipt of the product. After receiving the product directly from the Guarantor's warehouse or the expiration of a maximum of 3 days from the date of delivery of the product to the Buyer's warehouse or the place of delivery indicated by the Buyer, it is assumed that the purchased product was delivered in a complete and without visible defects. Mounting of the product also certifies that there are no visible defects and its completeness.
· Any disputes that may arise from the warranty will be considered by the court competent for the seat of the guarantor.
II. Guarantee period
The Guarantor grants a 5-year warranty against all factory defects of products covered by this warranty, except for touchless and touchless electronic fittings (touch type), for which the warranty period is 2 years and STANDARD, MEDIUM and KASKADA series batteries, for which the warranty period is 1 year.
· The warranty period ends with expiration:
· 5 years from the date of sale of the product by the Guarantor for products covered by a 5-year warranty
· 2 years from the date of purchase of the product by the final purchaser (for products covered by a 2-year warranty, however not later than 2 years and 6 months from the date of the product's sale by the Guarantor
· and 1 year from the date of purchase of the product by the final purchaser for products covered by a 1-year warranty, however not later than one year and three months from the date of sale of the product by the Guarantor.
· Warranty repair does not extend the warranty period.
· Exclusions from the guarantee
The guarantor excludes his liability in case:
· Purchase of a product at a reduced price or outside selection.
· Defects that do not affect the functioning of the product and are not visible to the user.
· Damages caused as a result of random events and natural disasters.
·  Damages caused as a result of improper assembly not in accordance with the instructions and construction art, as well as improper maintenance or lack of maintenance. Lack of appropriate – filters recommended by the Guarantor in the Installation, check valves and shut-off valves where are recommended and required, pressure regulators, etc., releases the Guarantor from liability and guarantee.
· Damages and defects arising after delivery of the product to the Buyer, e.g. during further transport of the product and as a result of improper storage of the product with the Buyer or the final buyer.
·  Damages caused as a result of improper use of the product (for example, damage caused by the impact of time batteries)
· Mechanical damages caused by the user and third parties.
· Natural wear of operating elements, the replacement of which usually means maintenance activities such as: plastic elements (e.g. plastic cups of time heads), rubber and fiber seals, aerators, electric batteries constituting the power supply of electronic fittings, etc.
· Pollutions or damages caused by inadequate water quality (for example, water pollution by sand, filings, tow and other sealants, oils, lubricants, etc.) and the formation of lime deposits (boiler scale) e.g. damages and scamming of devices for example, aerators, time-battery heads, heads of thermostatic mixers, handles and spray nozzles, etc.
· Damage caused by non-compliance with the care and maintenance recommendations of the products indicated by the Guarantor, in particular by using abrasive cleaners (e.g. cleaning milk), caustic substances containing acids, alkalis or chlorine, alcohols, detergents, etc. for cleaning and maintenance of the fittings.
· Defects caused as a result of improper protection of the product for the duration of construction works.
· Damages caused as a result of improper water installation and supply water parameters, e.g. improperly selected connection diameters of the installation and improper installation efficiency, inadequate i.e. incompatible with the temperature or water pressure provided for the given product or with construction law guidelines.
· Damages and malfunctioning of the product due to incorrect selection of this product by the Buyer to the requirements related to the purpose and use of the product at the Buyer, the type of facility where the product will be installed or the conditions for its operation, e.g. type of installation, water and ambient temperature, system pressure, etc.
· Damages, defects and harms caused by improper sealing of product connections with the inlet and outlet water supply and inside the product, if it is provided in the assembly instructions – for which only the Installer or restorer is responsible.
· When the device was installed or repaired by unqualified or unauthorized persons.
· When spare parts other than the original parts indicated and provided by the Guarantor were used to maintain or repair the product.
IV. Complaint proceedings
· The Buyer is obliged to report detected defects immediately after their disclosure. The Guarantor, if considers the complaint justified, will repair or replace the product within 14 days from the date of delivery of the complaint product to the Guarantor, striving to minimize the period of handling the complaint.
· In the event of additional technical tests or causes beyond the Guarantor's control, the guarantor reserves the right to extend the specified time for consideration of the complaint.
· Complaints should be made by the Purchaser at the point of purchase of the product or directly to the Guarantor. Complaints are accepted only in a written version with a detailed description of the defect. The condition for considering the complaint is presenting a copy of the proof of purchase of the product.
· In the case of unjustified filing of a complaint, the applicant bears the costs related to the technical expertise and possible access by the Guarantor's service to the place of consideration of the complaint.
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